
ADDITION LEVEL
100' - 0"

CORNER PARAPET
118' - 0"

CONFERENCE

KITCHENETTE CORRIDOR TECH

ACM PANEL

CAP FLASHING

8" x 16" x 4" BURNISHED
CMU VENEER

4" SILL

SUNSHADE

(2) LAYERS CDX
PLYWOOD BLOCKING

FIRE TREATED
EXTERIOR WALL
SHEATHING STEEL COLUMN & BEAM

LINE TO SUPPORT ROOF
STRUCTURE

60 MIL ADHERED EPDM R42 ROOF OVER
(3) 2" LAYERS OF POLYISOSANURATE
OVER 1 1/2" METAL DECK

STEEL BAR JOISTS

RUN EPDM ROOF UP AND
OVER PARAPET

40 MIL  SELF ADHESIVE
FLASHING ON CAULK BEAD
W/ SASH CORD @ 2'-0" O.C.

TAPER INSULATION TO ROOF DRAINS

WEEPS @ 32" O.C.
CONCRETE SLAB

10"X4'-0" FOUNDATION WALL
W/ REINFORCING AS
REQUIRED

FOOTING W/ REINFORCING
AS REQUIRED

1 1/2" RIGID INSULATION

ACOUSTICAL
TILE CEILING

DOWEL NEW SLAB
INTO EXISTING

EXISTING EXTERIOR
WALL TO REMAIN

EXISTING ROOF
STRUCTURE TO REMAIN

STEEL STUD
FRAMING W/ 5/8"
GYPSUM WALL
BOARD EACH SIDE
W/ INSULATION FOR
SOUND CONTROL

SPANDREL GLASS

6" STEEL STUD FRAMING W/
FIBERGLASS INSULATION

5/8" GYPSUM WALL BOARD
W/ 6 MIL POLY VAPOR
BARRIER

INFILTRATION
WRAP

EXISTING FINISH FLOOR
100' - 0"

T.O. FOOTING
96' - 0"

PARAPET HEIGHT
116' - 0"

COLLEEN

CONF
OPEN
OFFICE CORRIDOR

ACM PANEL

CAP FLASHING

8" x 16" x 4" BURNISHED
CMU VENEER

4" SILL

SUNSHADE

(2) LAYERS CDX
PLYWOOD BLOCKING

FIRE TREATED
EXTERIOR WALL
SHEATHING STEEL COLUMN & BEAM

LINE TO SUPPORT ROOF
STRUCTURE

60 MIL ADHERED EPDM R42 ROOF OVER
(3) 2" LAYERS OF POLYISOSANURATE
OVER 1 1/2" METAL DECK

STEEL BAR JOISTS

RUN EPDM ROOF UP AND
OVER PARAPET

40 MIL  SELF ADHESIVE
FLASHING ON CAULK BEAD
W/ SASH CORD @ 2'-0" O.C.

TAPER INSULATION TO ROOF DRAINS

WEEPS @ 32" O.C.
CONCRETE SLAB

10"X4'-0" FOUNDATION WALL
W/ REINFORCING AS
REQUIRED

FOOTING W/ REINFORCING
AS REQUIRED

1 1/2" RIGID INSULATION

ACOUSTICAL
TILE CEILING

DOWEL NEW SLAB
INTO EXISTING

EXISTING EXTERIOR WALL
TO BE REMOVED

EXISTING ROOF
STRUCTURE TO REMAIN

STEEL STUD FRAMING W/
5/8" GYPSUM WALL BOARD
EACH SIDE W/ INSULATION
FOR SOUND CONTROL

VERIFY SUPPORT OF
EXISTING STRUCTURE.
PROVIDE NEW COLUMN AND
BEAM LINE IF REQUIRED

FLASH AS REQUIRED

REMOVE TOP 8" OF
EXISTING SLAB AND
POUR NEW SLAB OVER

HORIZONTAL CORRUGATED
STEEL WALL PANELS STEL STUD FRAMING FOR

MECHANICAL SCREEN

6" STEEL STUD FRAMING W/
FIBERGLASS INSULATION

5/8" GYPSUM WALL BOARD
W/ 6 MIL POLY VAPOR
BARRIER

INFILTRATION WRAP
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REVISIONS

"COPYRIGHT NOTICE"
This design, drawing and detail is the
copyrighted property of KELLER, INC.
No part hereof shall be copied, duplicated,
distributed, disclosed or made available to
anyone without the expressed written
consent of KELLER, INC.
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C. VANDE WETTERING

J. STOJKE
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R5  05.11.2016   TDP

R6  06.15.2016   TDP

R9  07.12.2016  ACM

.   .

.   .

P
R

O
P

O
S

E
D

 O
F

F
IC

E
 A

D
D

IT
IO

N
 F

O
R

:

M
IL

T
O

N
,

C
H

A
R

T
E

R
 
N

E
X

 3/8" = 1'-0"A3.0

1 BUILDING SECTION

 3/8" = 1'-0"A3.0

2 BUILDING SECTION
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